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Neste trabalho sdo propostos e implementados filt ros a crrentes chavealas (Sl) digitalmente
programaveis, simples e totalmente balancealos, em temologia CMOS para baixa tensdo. As
chaves operam com tensdo constante, evitando 0" gap” de cndw;éo e adependénciadainjec®
de cagas e dotempo e ao®modacd® com o sinal. A programabili dade dos circuitos SI, oktida
usando témica de divisdo de wrrente, é redizavel em menores &ea e mm desempenho
superior se comparada a método convencional em Sl e @ uso de aranjos de cgadtores em
circuitos a cgadtores chaveados. Apresentamos o projeto de integradores Sl de segunda
geracd®, uma cédula béasica para filtros de resposta impulsiva infinita (IIR). Utilizando o
integrador S, foi redizado um bloco de segunda ordem onde afreqiiéncia cantral e o fator de
qualidade podem ser sintonizados independentemente. Projetamos um circuito de
amostragem/retencéo (S/H) a wrrentes chaveadas para 20 MS/s. Utilizandoa estrutura drcular
de linha de draso foi redizado um filtro de resposta impulsiva finita (FIR) de quatro
coeficientes. Para 0 projeto dofiltro FIR totalmente programavel é propasto um novo método
para implementac@® de eficientes negativos o qual apresenta simplicidade no controle do bt
de sinal e dtavelocidade comparado com outros métodacs. Final mente, foi projetado e simulado
um filtro FIR de oito coeficientes totalmente balancealo wando o circuito S/H propasto. A
programabilidade do filtro projetado foi testada. O filtro FIR é aequado a egualizacé®
adaptativa an aplicages tais como circuitos de leitura para unidades de disco. Alguns dos
circuitos propastos foram projetados e fabricados em temologia CMOS dupo pdisslicio e
dupo metal de0.8um.
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In this work, single-ended and fully balanced digitally programmable low-voltage (LV)
complementary metal-oxide-semiconductor (CMOS) switched-current (SI) filters are proposed and
implemented. The switches operate at constant voltage thus avoiding the conduction gap as well as
the signal dependence of both charge injection and settling time. The programmability of the filters
is achieved using the current division technique. The programmability is realized in small area and
with excellent performance if compared to conventional Sl programming methods and to the use of
capacitor array in switched-capacitor circuits.

We show the design of a second generation Sl integrator, a basic cell for IIR filters. A
programmable second order section has been realized using the proposed integrator. The center
frequency and quality factor can be tuned independently.

A programmable switched-current sample-hold (S/H) circuit has been designed for 20M
sample/s. A single-ended 4-tap finite impulse response (FIR) filter has been realized using the
circular delay line structure. For a fully programmable FIR filter design, a new method for the
implementation of negative coefficients is proposed which achieves simplicity in sign-bit control
and high-speed compared with other methods. Finally, a fully balanced 8-tap FIR filter has been
designed and simulated using the proposed S/H circuit. The programmability of the designed filter
has been tested. The FIR filter is suitable for adaptive equalization such as in disk-drive
applications.

Some of the proposed circuits have been designed and fabricated in a 0.8 um double poly-
silicon double-metal CM OS technol ogy.






